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Public Transport Information Coordination Group
Issue Proforma
	Reference number
	[ALLOCATED BY PTIC SECRETARY]

	Submitter/Owner
	Name: Martyn Lewis
Organisation: Stagecoach
Email address: martyn.lewis@stagecoachbus.com

	Title/Short description
	Require the ability to add frequent service interval flags to mid route sections of a timetable.

	Issue description
	Currently we can only assign frequent service flags to first and last timing points of trips in a timetable.  There are sections where frequent intervals only apply over part of the route.

	Issue manifestation
	All.

	Issue severity
	Workaround is use of manual attachment detailing where frequent service applies -however there is a risk of this been over looked, and it does not meet all the needs of some RTI suppliers.

	Priority code
	[ALLOCATED BY PTIC SECRETARY]

	Response options
	The frequent service flag will need to be moved from the VehicleJourney header to the appropriate VehicleJourneyTimingLinks for each affected VehicleJourney. There is a question: should each VJTL show the Frequency EndTime as the time of the last frequency trip at the start of the same VJTL, or will the start time of the whole VehicleJourney be sufficient to identify it?

	Response actor
	DfT/ TD: National standard needs enhancing to allow this facility.

	Respondent code
	[ALLOCATED BY PTIC SECRETARY]

	Issue progress
	Submitted.

	Status code
	[ALLOCATED BY PTIC SECRETARY]
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